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Flammability

Reactivity

HMIS Rating

MATERIAL SAFETY DATA SHEET

GENERAL INFORMATION
PRODUCT NAME OR NUMBER (as it appears on label) CATALOG NUMBER
Buchanan B-Cap® Wire-Connector - all models B1-xx, B2-xx, B4-xx, BGr-xx
MANUFACTURER'S NAME EMERGENCY TELEPHONE NO.
IDEAL INDUSTRIES, INC. (815) 895-5181

ADDRESS (Number, Street, City, State, Zip Code)

Becker Place, Sycamore, IL 60178

HAZARDOUS MATERIAL DESCRIPTION, PROPER SHIPPING NAME, HAZARD CLASS, HAZARD CLASS, HAZARD ID NO. (49 CFR 172.101)

None

CHEMICAL DESCRIPTION FORMULA

Polyamide, Zinc Plated Steel Proprietary

SECTION | - INGREDIENTS
Listed as a carcinogen
CAS REGISTRY NO. %W CHEMICAL NAME(S)* in NTP, | ARC or OSHA
1910(z) (specify)

32131-17-2 <35 | Polyhexymethylene Adipamide No

7439-89-6 <50 | Steel No

7440-66-6 <2 | Zinc No

SECTION Il - PHYSICAL DATA
BOILING POINT SPECIFIC GRAVITY (Hz0=1) PERCENT VOLATILE BY VOLUME (%)
N/A _°F °C >1 <1
SOLUBILITY IN WATER pH= PERCENT SOLID BY
Ingnliithle N/A WEIGHT (%) ~100
APPEARANCE AND ODOR ISMATERIAL: LIQUD (SOLD  GEL
GAS __ PASTE
SECTION lil - FIRE AND EXPLOSION HAZARD DATA
FIASHPOINT  Nane methad ced O C: FLAMMABLE LIMITS | LEL | UEL
None None

EXTINGUISHING MEDIA

None Normallv Reatiired

SPECIAL FIRE FIGHTING PROCEDURES

llsa extinatiichina media for siirrniindina materials

UNUSUAL FIRE AND EXPLOSION HAZARDS

Llse self-contained hreathina annaratiis with full face shield

Polyamide material is a UL listed 94 V-2 flame rated product.

* None of the chemical raw materials contained in this formulation are considered hazardous under the Federal Hazards Communication Standard 29 C. F. R 1910.1200
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SECTION IV - HEALTH HAZARD INFORMATION

EFFECTS OF OVEREXPOSURE - Conditions to Avoid
Prolonaed _reneated ckin contact with arease mav slinht ckin diseomfort

THRESHOLD LIMIT VALUE
N/E

PRIMARY ROUTES OF ENTRY Inhalation (] Skin Contact ] Other (specify)  Ingestion

EMERGENCY FIRST AID PROCEDURES

SKIN CONTACT: See other precautions at bottom of page.
EYE CONTACT:

None
INGESTION:

Conastilt Phvsician

SECTION V - REACTIVITY DATA

UNSTABLE CONDITIONS TO AVOID
Direct exposure to flame or excessive heat.

STABILITY STABLE X

INCOMPATIBILITY (materials to avoid)
Strona Oxidizina anents

HAZARDOUS DECOMPOSTION PRODUCTS:
Qxides of Carhon

MAY OCCUR CONDITIONS TO AVOID
HAZARDOUS None

POLYMERIZATION | wiLLNOTOCCUR | X

SECTION VI - SPILL AND LEAK PROCEDURES

STEPS TO BE TAKEN IF MATERIAL IS RELEASED OR SPILLED
Sween 1in to nrevent trinnina

WASTE DISPOSAL METHOD
| andfill or incinerata in accardance with local state and federal atiidelines

CERCLA (Superfund) REPORTABLE QUANTITY (in Ibs)

N/A
RCRA HAZARDOUS WASTE NO. (40CFR 261.33)
N/A
\VOLATILE ORGANIC COMPOUND (VOC) (as packaged, minus water)
N/A
3 Theoretical Ib/gal NA Analytical Ib/gal N/A

SECTION VII - PERSONAL PROTECTION INFORMATION

RESPIRATORY PROTECTION (specify type)
None narmallv reatiired

LOCAL EXHAUST (Specify Rate) None normally required. SPECIAL N/A
VENTILATION - -
IMECHANICAL (General) (Specify Rate) ~Recommended in closed areas. |QTHER N/A
PROTECTIVE GLOVES (specify type) EYE PROTECTION (specify type)

Per comnanv nalicv

OTHER PROTECTIVE EQUIPMENT
None

SECTION VI - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING
Avoid excessive heat or onen flames

OTHER PRECAUTIONS
None

SECTION IX - ADDITIONAL INFORMATION

None

N/A = Not Applicable, N.E. = None Established
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