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Models 102X & 103X, 103G

IENet™ Pro Cable Tester
•  The Choice for Industrial Ethernet cable testing.  

•  The IENet™ Pro is compatible with most 
    Industrial Ethernet cabling; supporting STP,
    M12 and RJ-45 ports.
•  For easy 2 pair or 4 pair applications.  

•  Test results displayed in PROFINET® format.  
•  Tests opens, shorts, miswires, reversals, split
    pair and length. P/N 33-772, 33-773, 33-776

P/N 33-770, 33-771, 33-774, 33-780

Insulated Cushion Grip Screwdriver Set
•  Based on Traditional Cushion Grip design.
•  These 4" screwdrivers come in 1/4" Slotted 
   & #2 Phillips sizes.  

•  Dual Injection Molded Insulated shafts 
   for user protection.
•  1000 Volt rated. 

  P/N 35-9305

 Available March 2010

4 Piece Mini-Cushioned Screwdriver Set
•  Cushion-gripped for comfort.
•  Ideal for electronics use.
•  Includes: 
 - No. 0 Phillips tip 
 - 1/16" Keystone tip 
 - 3/32" & 1/8" Cabinet tips   
•  Round shanked for strength. 

Voltage Markers

•  For identifying junction boxes, switches, 
    circuit breakers, raceways, pipes, and fuse boxes.

•  Non-conductive, high-adhesion markers are made of
    vinyl-impregnated cloth for long-lasting durability.  
•  High visibility, with non-smear legends.
•  Abrasion, moisture, dirt and oil-resistant.

    

•  Offers the Length and Multi-Test 
    capabilities of the LinkMaster.
•  Robust design with Voice, Data & 
    Video test capabilities.  
•  Supports RJ-11/12, RJ-45, Coax F, BNC
    and RCA Connectors.

    

WHAT’S NEW AT IDEAL
PowerPlug™ Ballast DisconnectsVDV Pro Cable Tester 

•  Complies with CEC requirements for ballast disconnects.
•  The 102X allows disconnect of two ballasts 
    simultaneously using one connector.
•  The 103X expands this range with 
    6 port to 3 port line side configuration, 
    allowing two ballast switching.  
•  The 103G offers 5 port to 3 port 
    line side connection, handling two 
    ballast grounded applications.

Screw-Holding Screwdrivers

•  Non-magnetic, mechanical screw retention 
   for ease of pilot drilling and quick release for 
   flush screwdriving.

•  Cushion-gripped for comfort.

•  Available in 7" #2 Phillips, and 6" Slotted 
   head versions.
   

P/N 35-404, 35-406

Digital Light Meter
•  Measures in four ranges up to 20,000 FC or 200,000 LUX
•  +/- 3% Accuracy
•  LCD Display
•  Over Range Indication
•  Data Hold Mode
•  Maximum Reading Mode
•  Zero Adjustment
•  Low Battery Indication
•  Remote Sensor with 59" (1.5m) Cable P/N 61-686

P/N 35-1301
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